


ForeEyes™ 2020

ForeEyes™ 2020 Technical Specifications

Display Unit

C a m e r a s

Power System

Camera Adapters/Lights

C-Mount Camera

A t t a c h m e n t s

General - ForeEyes

ForeEyes Connectors 

General - Pocket 
Recorder

Wa r r a n t y

3.5 in (87.5 mm) color TFT-LCD - Optional 3.8 in (96.25 mm) for 80 GB model
320 x 240 color pixels, 262,000 color combinations
Anti-glare screen
Convenient hand strap
Backlight brightness adjustment High/Low
Adjustable Contrast, Color, Hue
NTSC (60 Hz.) or Pal (50 Hz.)
Chest Harness included with collapsible sunshade
Camera probe light control On/Off, 16 variable adjustment for SnakeEye camera
Camera/Power interface port
Video I/O port for heads-up display and external monitors

CCD camera
1.2 in (3.0 cm) diameter
R e m o v a b l e
Sensitivity 10 lux
Resolution 512 x 492
Field of view 46 degrees
4 White light LEDs
Waterproof to 100 ft (33m)

Up to 4 hours continuous operation for both units
Rechargeable Li-Ion for pocket recorder
Rechargeable batteries for ForeEyes alkaline “AA”*
B a t t e ry fast charger
AC adapter
Low Battery indicator for pocket recorder and ForeEyes 2020
*battery for 1.2" CCD camera only

Standard wand is 18 in (45.7 cm) length
90 degree one way articulation

I n t e rfaces ForeEyes 2020 to fiberscopes and borescopes for smaller diameter applications

4 ft (1.2 m) flexible cable available 
up to 100 feet* (33 m) for SnakeEye camera

*Extended cables available in 30 feet and 100 feet -Maximum length depends on camera voltage
Sideview Tip adapters and metal halide light source available

Telescopic expandable wands available in 2 to 4 feet, 4 to7 feet and 8 to 15 feet

Total system weight - 1.51 lbs (.68 kg)
Power requirements: AC Nominal input: 100-240 V, DC nominal input: 12V
System operating temperature -32°F to 122°F
0°C to 50°C
Video input/output- NTSC, PA L

Video In/Out - NTSC or PA L
CCD Camera Input, quick release
Microphone connector 

R e c o r d up to 80 hours of Video Inspection to document all your critical video needs
Ideal for monitoring fatigue cracks, corrosion or for insurance purposes. 
Files can be sent back to the ForeEyes 2020 for (in the field comparisons)
Store the equivalent of up to 40 full-length movies with narration
Enjoy up to 4 hours of recording/video playback on the color LCD while on the go
Store and view up to 200,000 JPEG photos
Download and store files to/from a PC
These specifications correspond to the 20GB model, additional recording and storage available 
on optional 80GB version.

One Year on parts and labor under recommended use for electronics; 90 days for all cameras

OP T I O N A L
DZ series available in 6-8mm diameter in 1.5m, 2.0m, 3.0m 
a n d 6.0m with 2 or 4-way articulation. Longer videoprobes also
available in 6m, 8m, 12m, and 15m with no articulation. From 
the remote tip to the handpiece, all DZ series scopes will withstand
immersion in water, mineral and synthetic lubricating oils and
hydraulic fluids, aviation fuel, kerosene, gasoline and diesel fuel.
Other smaller diameter fiberscopes also available
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Sure-grip handle
4 LED's

C a r rying case
Video I/O cable

20-IC-DZ-6 6 ft. i n t e rfacing cable
20-IC-DZ-10 10 ft. interfacing cable


