Cable Assembly SI-AC229

Connectlon Detalls of Cable Assembly

Inslde Vlew of Cable
Black core

White core
Braided screen

@ @ Case Outside View

of Connector

2 Pin MS Connector inside
Protective Rubber Boot.

Environment Speclflcatlon of Cable Assembly
Maximum operating temperature of 150°C with
high levels of reslstance to chemlcal attack.

Connector sealed to IP6B only when
connected to the accelerometer.

Free end
Black core

— \White core

222, 1mm

‘ Bralded screen

77.5mm ‘ Cable length to be speclfled on order
Technlcal Data of Cable
Technlcal Data Values at 20°C Unlt
Conductor Res|stance 324 Q/fkm
Materlals of Cable: High Temperature FEP Cable Insulatlon Reslstance =1500 MQ x km
Pos Descriptlon Dimenslon Overall Dlameter Remarks Capacitance Nom; 89 pF/m
1, | Tin plated copper conductor Insulation of FEP 20 AWG Incsz‘ljapifornn;lg.i? 19x02 V-ro‘lal:ig\;orlﬁl:::g GEE;D K\:f::
2. |Flller HT 0,6 ‘ Core-core; 88
Capacitance nF /[ km
3. |Tin plated copper draln wire 0,10mm 2.8 Optimised: 85% min Core-screen: 158
4, |Braided screen of tin plated copper wire an Weight 40 g/m
5, |Jacket of FEP, blue Thickness 0.3mm 4.0 Temperature Ratlng -80 / +200 °C
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